
Before Timing Plan Revisions
After Timing Plan Revisions

Percentage of Delay Reduced

KE
Y XX%

Reduction in Travel Time & DelayXX

Average Annual Weekday Traf�c

PROJECT AREA
80,200 Hours 

838,000 Gallons 

$8.1 Million

87 Crashes

8,280 Tons

Performance Measures Project Bene�ts (Over 5 years)

Reduction of Travel Time

Reduction in Fuel Consumption

Reduction in Greenhouse 
Gas EmissionsCO2

PROJECT
ACHIEVEMENTS

AVERAGE TRAVEL TIME BETWEEN 60th St and 192nd St

W E S T B O U N D

-15%

-21%

-34%

-1:07

-1:37

-2:34

23:06
21:59

23:28
21:51

23:15
20:41

AM Peak

Midday

PM Peak

E A S T B O U N D-39%

-25%

-39%

22:21
19:44-2:37

-1:55

-3:35

23:10
21:15

24:48
21:13

AM Peak

Midday

PM Peak

~11.1 Miles from 60th Street to 192nd Street  |  66 Signalized Intersections (42 along West Center Road)

Total Bene�ts

CORRIDOR IMPROVEMENTS

Signalized Intersection

680

Estimated Reduction
in Crashes


